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PURPOSE

ST 165 

Detector

of wireless

protocols

AUTOMATIC MODE

Control of additional unit for ALARM indication (Built in relay).

External port for connecting additional device (for example ST 165.CDMA).

MANUAL MODE

ADDITIONAL FEATURES

This mode is intended for wireless bugging device automatic detection 

when signal exceeds the threshold which sets by user.

Signal data is logged.

This mode is intended for location of mobile wireless devices.

Timing diagram record.

 ST 165 is Intended for the detection, identifying and location 
of mobile radio transmitters of cellular communication (CDMA, 
GSM, 3G, DECT) and wireless data transmission (WLAN, 
BLUETOOTH).

Additionally is provided indication of level signal of base 
stations and intensity date exchange.
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Main unit 1

HF antenna 1

USB cable 1

Power supply 1

USB flash drive 1

Technical description and operating manual 1

BASIC SET

ST 165 

Detector

of wireless

protocols

SPECIAL SOFTWARE «ST 165 ANALYZER» allows:

— create a database of logged events;

— operate the device directly from a computer via internet or LAN;

— firmware update via internet.

Adjusting the frequency of 3G depending on the region (country) 

and the service provider.

Frequency ranges, MHz 453-468,

890-960,

1710-1900

1940-2145,

2400-2485

Threshold sensitivity, dBm -75 (CDMA 450, GSM)

-85 (3G)

-70 (2.4GHz)

Average dynamic range, dB 70

Alarm setting range, dB 60

Indication  Color OLED display 169X128

Power Supply Built-in Li-Pol Battery 4.3V (1A/h)

Average current consumption, mA 300

Interface USB 2.0

Overall dimensions main unit, mm 90X54X21

SPECIFICATIONS

1. ST 165.CDMA

ADDITIONAL COMPLETE SET


